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NOTICE TO BUYER: SELLER-PROCURED INSPECTION REPORT 

The following notice is given with respect to the Purchase and Sale Agreement dated __________________ 
between ________________________________________________________________________ (“Buyer”) 
and ___________________________________________________________________________ (“Seller”) 
concerning ________________________________________________________________ (“the Property”). 

Seller has given or is giving Buyer the following Inspection Report(s) concerning the Property (check all that 
apply): 

� Whole House Inspection 
� Sewer Inspection 
� Pest Inspection 
� Other: ________________________________ 

The Inspection Report(s) are intended to be a part of any Seller Disclosure Statement (NWMLS Form 17) 
that is provided in this transaction, whether or not the two documents are attached to each other. The 
Inspection Report(s) were procured by Seller and are provided for informational and disclosure purposes 
only. The Inspection Report(s) are not intended to constitute a warranty, either express or implied, about 
the condition of the Property. Buyer is advised to procure their own inspections from professional 
inspectors chosen by Buyer or hire the inspectors that prepared the Inspection Report(s). Buyer has the 
opportunity to inspect the Property to Buyer’s satisfaction. 

Seller    DATE  Seller    DATE 

Buyer’s Acknowledgment of Receipt 

The undersigned Buyer acknowledges receipt of the foregoing Notice and the above-referenced Inspection 
Report(s).   

Buyer    DATE  Buyer    DATE  

Andre Nacu Janina Nacu

Bothell WA 980123918

✘

152nd Pl SE

Authentisign ID: 42F15B95-2E7D-F011-B484-00224822F75A



Andre and Janina Nacu 

3918 152nd Pl SE 

Bothell, WA 98012 

 

Per the seller, the following items listed on the pre-sale inspection summary dated 

05/28/2025, are being corrected by the seller as part of preparation for sale in good faith. 

 

1) The following actions items have been completed by seller as of 08/16/2025 

• Exterior trim replacement & caulking (Items 1 & 3) - corrected 

• Worn exterior paint (needs full repainting – Item 2) - corrected 

• Exterior crawlspace vent repair (pest intrusion risk – Item 4) - corrected 

• Inoperable sliding glass door lock (Item 5) - corrected 

• Damaged fence (rear sections – Item 6) – corrected, (neighbor fence) 

• Loose/missing outlet covers (lower family room – Item 7) - corrected 

• Light fixture globe missing (lower bedroom – Item 8) - corrected 

• Furnace servicing & filter replacement (Items 9–11) - corrected 

• Loose toilet (main bathroom – Item 12) - corrected 

• Loose hose bib (exterior faucet – Item 13) - corrected 

• Missing stair spindle (Item 14) - corrected 

• Bathroom/kitchen caulking touch-up (Item 15) - corrected 

• Window seal failure (multiple rooms – Item 16) - corrected 

• Washer door gasket with mold (Item 17) - corrected 

• Fireplace not functioning (Item 18) - corrected 

• Exhaust fans need cleaning (bathrooms – Item 21) - corrected 
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Inspection Information

Order Details

Site Address: 3918 152nd Pl SE, Bothell, WA 98012

Service Date And Time: May 28, 2025 At 12:00 PM

Work Order Number: 14900394

Property Details

Approximate Year Built: 2004 Bedrooms: 4

Approximate Square Footage: 1998 Baths: 3

Occupied: Yes Floors: 3

Main Entry Door Faces: North

Inspector Details

Name: Jeff Williams

License Number: 343

Contact Number: (206) 542-7735

Email: swilliams@wini.com

Client

Name: Andre Nacu

Email: andrenacu@gmail.com

Listing Agent

Name: Diana Hoang

Email: dianahoang@windermere.com

Contact Number: (425) 773-3172

Company: Windermere - Mill Creek

Present At Inspection: Client, Listing Agent
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Important Information

This report was prepared and written with the age and type of structure taken into consideration. Below is an explanation of the terms used in the

report

Important Information

Thank you for choosing WIN Inspection Services. This report provides an evaluation of the property ’s visible and accessible components at the

time of inspection.

For Your Exclusive Use: This report is made just for you as the person named in our Inspection Agreement. It ’s not meant to be shared

with or relied on by others. If you know someone who could benefit from the report, let us know and we would be happy to re-inspect

the property for their benefit.

Scope of Inspection: The inspection is visual and non-invasive, based on the conditions present at the time. It does not include

inaccessible or hidden areas, and some systems may not be tested due to safety concerns or risk of damage. This report is not

technically exhaustive and may not uncover every minor issue.

Limitations: This report does not guarantee future performance of the property or its systems. It is not a warranty or insurance policy.

The inspection is a snapshot of the property ’s condition at the time of the inspection and does not account for any changes that may

occur after the inspection. Issues related to future wear, degradation, or minor concerns are outside the scope of this inspection.

Environmental Testing: This report includes only the testing and services described in the inspection agreement. Any additional testing

or services not explicitly outlined in the agreement are outside the scope of this inspection. If other testing and/or services are required,

please contact us to discuss available options.

Code Compliance: This inspection does not evaluate compliance with building codes or regulations. For code-related concerns, please

consult a qualified professional.

How to Read This Report

Summary Section: Overview of the most critical findings, items needing immediate attention, and relevant images.

Full Report: Detailed descriptions, additional images, and recommendations for each inspected area. We encourage reading the full

report for a complete view.

Next Steps

Address Recommended Issues: We recommend addressing any issues identified in the report that may require further attention or

repair. These recommendations are intended to help you make informed decisions.

Further Evaluation: Some areas require further inspection, especially if conditions change or if hidden issues are suspected.

Consult with Qualified Professionals: For any repairs or evaluations outlined in this report, we recommend contacting the appropriate

qualified tradespeople.

Keep Track of Maintenance: Follow recommended maintenance schedules to prevent future issues. This will help keep the property in

working condition and potentially reduce repair costs.

Questions or Clarifications?

If you need further details or have questions about the inspection or recommendations, please do not hesitate to contact us. We are here to

assist with any information or follow-up you may need.

mailto:swilliams@wini.com
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Explanation Of Terms

This report was prepared and written with the age and type of structure taken into consideration. Below is an explanation of the terms used in the

report

Action Required

Items marked Action Required appear to be in need of immediate repair or replacement. Delay in repair or replacement may result in a dramatic

shortening of the life expectancy of the item, have immediate effect on the item, system, structure, or other related items, or present a potential

health and/or safety hazard.

Repairs Recommended

Items marked Repairs Recommended are in need of repair or replacement in order to make the item functional and/or prevent further deterioration.

Attention

Items marked Attention should be monitored or evaluated further. These items may not require immediate repair, but they show signs of wear or

minor deficiencies that, if left unaddressed, could develop into more significant issues over time.

Preventive Measures

Items marked Preventive Measure are in need of routine maintenance or service to ensure continued functionality and prevent potential future

issues. The inspector may recommend budgeting for this maintenance or obtaining further evaluation from a third-party professional to clarify or

assess the condition of the item.

Functional

Items marked Functional appear to be in serviceable condition using normal operating controls. There was no visible indication of failure at the time the

services were performed.

Limitation

Items marked limitation have limited access or limited ability to test or inspect fully, We recommend gaining further information on items marked as a

limitation from the owner of the property or from a third party.

Not Inspected

Items marked Not Inspected may be present at the time the services were performed and were not inspected due to obstruction, accessibility,

visibility, limitation, weather conditions or the inspection of the item is not within the scope of the services performed.

Informational

Items marked informational are included in the inspection as a courtesy or to add information to the customer to help them live in and maintain their

home.
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Summary

We have identified various items on the subject structure that either require

maintenance now or require periodic maintenance in the normal course of

ownership. This is only a summary report and is intended as a guide to be

used in both short and long term scheduling of maintenance items. Please

read the complete report carefully as additional information and details are

contained therein. It is always advisable to use experienced tradespeople or a

qualified handyperson when contracting for work that may not be within the

scope of your capabilities.
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Summary

Exterior

1 Deteriorated Trim Repairs Recommended

There is deteriorated wood trim at the rear belly band, southwest corner, trim, and front exterior hose bib trim. Replacement of the deteriorated trim is

recommended prior to painting.

2 Worn Paint Repairs Recommended

The paint on the exterior of the structure is showing wear. The amount of wear would substantiate repainting the structure in the near future to provide

long term protection and a pleasing look to the exterior structure. Contact an appropriate painting contractor for further evaluations.

3 Caulking Repairs Recommended

Cracked caulking/gaps were noted at some of the trim/siding joints and siding butt joints. Recommend caulking/sealing all gaps/cracks were necessary

to prevent moisture and pest entry. This should be performed prior to painting And inspected for a touchup on a regular basis.

mailto:swilliams@wini.com
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4 Damaged Crawlspace Vent Repairs Recommended

There is a damaged crawlspace vent below the rear deck. Repair or replacement is recommended to prevent unwanted pests access to the structure.

5 Inoperable Sliding Glass Door Lock Repairs Recommended

The lock at the lower family room sliding glass door was inoperable at the time of the inspection. Repair replacement is recommended as a preventive

security measure.

mailto:swilliams@wini.com
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6 Damaged Fencing Repairs Recommended

Sections of the rear fence are in poor condition. There are posts leaning out of plumb, loose fence boards, and deteriorated fence boards. Repairs are

recommended.

Electrical

7 Missing Outlet Cover Plate Repairs Recommended

There is a missing outlet cover plate in the lower family room. Replacement of the missing cover plate is recommended.

mailto:swilliams@wini.com
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8 Missing Light Fixture Cover Repairs Recommended

The globe or bulb protector at the lower bedroom light fixture is missing. Replacement is recommended.

HVAC

9 Gas Forced Air Furnace Preventive Measure

The gas fired furnace was on/off tested and found to be operational at the time of the inspection. The furnace was manufactured in 2004. A gas fired

forced air furnace has an average life expectancy of 15 to 20 years from the date of installation. However, there have been exceptions on both sides of

the rule. Having the unit professionally serviced on an annual basis is recommended to ensure long-term and safe functionality.
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10 Filter Repairs Recommended

The HVAC filter is located in the furnace blower motor compartment. The filter is in need of changing at this time. Inspecting the filter on a quarterly

basis and changing when dirty is recommended.

11 Service Notes Repairs Recommended

The inspector was unable to locate an apparent service record which would indicate the HVAC system has not had a complete, technically exhaustive

evaluation and service within the last year. Complete servicing by a professional is recommended annually prior to each cooling/heating season.

Questioning the seller on available current service records is advised. If no service records are available within the last year showing a complete

evaluation and service the inspector would recommend that a qualified heating/air conditioning contractor provide a complete technically exhaustive

service on the system in order to ensure long term function is provided.

Plumbing

12 Loose Toilet Repairs Recommended
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The main bathroom toilet was found to be loose, as evident by movement or rocking when pressure is applied. A loose toilet may cause leaking or

damage to the wax seal, potentially resulting in water damage to the subfloor or ceiling below. It is recommended to assess and repair the toilet

promptly to avoid future issues. A qualified plumber can secure the toilet to the floor correctly for stability.

13 Loose Hose Bib Repairs Recommended

The front exterior hose bib is loose or poorly secured. Repair is recommended to prevent stress related leaks in the attached piping.

Interior

14 Guardrail For Child Safety Repairs Recommended

For child safety, a guardrail with spindles should be constructed so that a four-inch ball will not pass through the railing. There is a missing spindle lead to

the upper stairwell guard rail. Repairs are recommended as a preventive safety measure.
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15 Caulking Touch Up Needed Repairs Recommended

Caulking touch up is needed in the bathrooms and kitchen area. Inspecting caulking for touch up on an annual basis is recommended.
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16 Failed Window Seals Repairs Recommended

The inspection had identified a large number of double-pane insulating windows that have lost their vacuum seal between the panes of glass. The

condition is identified by signs of fogging or condensation buildup between the glass panes. Evaluation of all windows by a qualified window contractor is

recommended to determine the extent of any needed modifications or repairs. The failed seals were noted in the entry foyer, upper sliding glass door,

dining room, kitchen, primary bedroom, and lower bedroom. Other failed seals may exist as this condition is only visible during certain climactic

conditions.

Appliances

17

Mold On Door Gasket Repairs Recommended

The significant mold on the door gasket of the washer should be addressed promptly. Mold not only looks unsightly, but it can also cause health issues,

especially for individuals with sensitivities. We recommend the gasket be replaced if the mold/staining on this gasket cannot be removed.

Fireplace
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18 Gas Fireplace Repairs Recommended

The gas fireplace was malfunctioning at the time of the inspection. The fireplace pilot light would not stay lit. Evaluation and repair by a qualified gas

fireplace technician is recommended.

19 Improper Clearance At Gas Fireplace Flue Pipe Repairs Recommended

The gas fireplace flue pipe appears to have improper clearance to the adjacent wall covering. These exhaust vents typically require 12 inches of

clearance along the sides. Evaluation by a qualified HVAC or gas fireplace technician is recommended to determine any any needed modifications or

repairs.

Structural Components

20 Settlement Crack Preventive Measure

The inspector noted two small vertical settlement cracks in the north foundation. Monitoring the cracks for signs of further settlement/expansion is

recommended as corrective action may be needed if continued settlement is noted overtime.
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Insulation and Ventilation

21 Dirty Exhaust Fans Repairs Recommended

There is an amount of lint and dust buildup in the exhaust fans. Cleaning the fans at this time is recommended. Cleaning exhaust fans on an annual

basis is also recommended as a part of routine home maintenance.
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Site Address: 3918 152nd Pl SE, Bothell, WA 98012
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Property Details

Approximate Year Built: 2004 Bedrooms: 4

Approximate Square Footage: 1998 Baths: 3

Occupied: Yes Floors: 3

Main Entry Door Faces: North

Inspector Details

Name: Jeff Williams

License Number: 343
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Email: swilliams@wini.com
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Name: Andre Nacu

Email: andrenacu@gmail.com

Listing Agent

Name: Diana Hoang

Email: dianahoang@windermere.com

Contact Number: (425) 773-3172

Company: Windermere - Mill Creek

Present At Inspection: Client, Listing Agent

mailto:swilliams@wini.com


Prepared for:  Andre Nacu, 3918 152nd Pl SE, Bothell, WA 98012, Order ID: 9882
Inspector: Jeff Williams, swilliams@wini.com

© 2025 WIN Home Inspect ion Page 4 of 59

Important Information
This report was prepared and written with the age and type of structure taken into consideration. Below is an explanation of the terms used in the

report

Important Information
Thank you for choosing WIN Inspection Services. This report provides an evaluation of the property ’s visible and accessible components at the

time of inspection.

For Your Exclusive Use: This report is made just for you as the person named in our Inspection Agreement. It ’s not meant to be shared

with or relied on by others. If you know someone who could benefit from the report, let us know and we would be happy to re-inspect

the property for their benefit.

Scope of Inspection: The inspection is visual and non-invasive, based on the conditions present at the time. It does not include

inaccessible or hidden areas, and some systems may not be tested due to safety concerns or risk of damage. This report is not

technically exhaustive and may not uncover every minor issue.

Limitations: This report does not guarantee future performance of the property or its systems. It is not a warranty or insurance policy.

The inspection is a snapshot of the property ’s condition at the time of the inspection and does not account for any changes that may

occur after the inspection. Issues related to future wear, degradation, or minor concerns are outside the scope of this inspection.

Environmental Testing: This report includes only the testing and services described in the inspection agreement. Any additional testing

or services not explicitly outlined in the agreement are outside the scope of this inspection. If other testing and/or services are required,

please contact us to discuss available options.

Code Compliance: This inspection does not evaluate compliance with building codes or regulations. For code-related concerns, please

consult a qualified professional.

How to Read This Report
Summary Section: Overview of the most critical findings, items needing immediate attention, and relevant images.

Full Report: Detailed descriptions, additional images, and recommendations for each inspected area. We encourage reading the full

report for a complete view.

Next Steps
Address Recommended Issues: We recommend addressing any issues identified in the report that may require further attention or

repair. These recommendations are intended to help you make informed decisions.

Further Evaluation: Some areas require further inspection, especially if conditions change or if hidden issues are suspected.

Consult with Qualified Professionals: For any repairs or evaluations outlined in this report, we recommend contacting the appropriate

qualified tradespeople.

Keep Track of Maintenance: Follow recommended maintenance schedules to prevent future issues. This will help keep the property in

working condition and potentially reduce repair costs.

Questions or Clarifications?
If you need further details or have questions about the inspection or recommendations, please do not hesitate to contact us. We are here to

assist with any information or follow-up you may need.
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Explanation Of Terms
This report was prepared and written with the age and type of structure taken into consideration. Below is an explanation of the terms used in the

report

Action Required
Items marked Action Required appear to be in need of immediate repair or replacement. Delay in repair or replacement may result in a dramatic
shortening of the life expectancy of the item, have immediate effect on the item, system, structure, or other related items, or present a potential
health and/or safety hazard.

Repairs Recommended
Items marked Repairs Recommended are in need of repair or replacement in order to make the item functional and/or prevent further deterioration.

Attention
Items marked Attention should be monitored or evaluated further. These items may not require immediate repair, but they show signs of wear or
minor deficiencies that, if left unaddressed, could develop into more significant issues over time.

Preventive Measures
Items marked Preventive Measure are in need of routine maintenance or service to ensure continued functionality and prevent potential future
issues. The inspector may recommend budgeting for this maintenance or obtaining further evaluation from a third-party professional to clarify or
assess the condition of the item.

Functional
Items marked Functional appear to be in serviceable condition using normal operating controls. There was no visible indication of failure at the time the

services were performed.

Limitation
Items marked limitation have limited access or limited ability to test or inspect fully, We recommend gaining further information on items marked as a
limitation from the owner of the property or from a third party.

Not Inspected
Items marked Not Inspected may be present at the time the services were performed and were not inspected due to obstruction, accessibility,

visibility, limitation, weather conditions or the inspection of the item is not within the scope of the services performed.

Informational
Items marked informational are included in the inspection as a courtesy or to add information to the customer to help them live in and maintain their
home.
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Summary

We have identified various items on the subject structure that either require
maintenance now or require periodic maintenance in the normal course of
ownership. This is only a summary report and is intended as a guide to be
used in both short and long term scheduling of maintenance items. Please
read the complete report carefully as additional information and details are
contained therein. It is always advisable to use experienced tradespeople or a
qualified handyperson when contracting for work that may not be within the

scope of your capabilities.
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Summary

Exterior

1 Deteriorated Trim Repairs Recommended

There is deteriorated wood trim at the rear belly band, southwest corner, trim, and front exterior hose bib trim. Replacement of the deteriorated trim is
recommended prior to painting.

2 Worn Paint Repairs Recommended

The paint on the exterior of the structure is showing wear. The amount of wear would substantiate repainting the structure in the near future to provide
long term protection and a pleasing look to the exterior structure. Contact an appropriate painting contractor for further evaluations.

3 Caulking Repairs Recommended

Cracked caulking/gaps were noted at some of the trim/siding joints and siding butt joints. Recommend caulking/sealing all gaps/cracks were necessary
to prevent moisture and pest entry. This should be performed prior to painting And inspected for a touchup on a regular basis.
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4 Damaged Crawlspace Vent Repairs Recommended

There is a damaged crawlspace vent below the rear deck. Repair or replacement is recommended to prevent unwanted pests access to the structure.

5 Inoperable Sliding Glass Door Lock Repairs Recommended

The lock at the lower family room sliding glass door was inoperable at the time of the inspection. Repair replacement is recommended as a preventive
security measure.
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6 Damaged Fencing Repairs Recommended

Sections of the rear fence are in poor condition. There are posts leaning out of plumb, loose fence boards, and deteriorated fence boards. Repairs are
recommended.

Electrical

7 Missing Outlet Cover Plate Repairs Recommended

There is a missing outlet cover plate in the lower family room. Replacement of the missing cover plate is recommended.
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8 Missing Light Fixture Cover Repairs Recommended

The globe or bulb protector at the lower bedroom light fixture is missing. Replacement is recommended.

HVAC

9 Gas Forced Air Furnace Preventive Measure

The gas fired furnace was on/off tested and found to be operational at the time of the inspection. The furnace was manufactured in 2004. A gas fired
forced air furnace has an average life expectancy of 15 to 20 years from the date of installation. However, there have been exceptions on both sides of
the rule. Having the unit professionally serviced on an annual basis is recommended to ensure long-term and safe functionality.
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10 Filter Repairs Recommended

The HVAC filter is located in the furnace blower motor compartment. The filter is in need of changing at this time. Inspecting the filter on a quarterly
basis and changing when dirty is recommended.

11 Service Notes Repairs Recommended

The inspector was unable to locate an apparent service record which would indicate the HVAC system has not had a complete, technically exhaustive
evaluation and service within the last year. Complete servicing by a professional is recommended annually prior to each cooling/heating season.

Questioning the seller on available current service records is advised. If no service records are available within the last year showing a complete
evaluation and service the inspector would recommend that a qualified heating/air conditioning contractor provide a complete technically exhaustive
service on the system in order to ensure long term function is provided.

Plumbing

12 Loose Toilet Repairs Recommended
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The main bathroom toilet was found to be loose, as evident by movement or rocking when pressure is applied. A loose toilet may cause leaking or
damage to the wax seal, potentially resulting in water damage to the subfloor or ceiling below. It is recommended to assess and repair the toilet

promptly to avoid future issues. A qualified plumber can secure the toilet to the floor correctly for stability.

13 Loose Hose Bib Repairs Recommended

The front exterior hose bib is loose or poorly secured. Repair is recommended to prevent stress related leaks in the attached piping.

Interior

14 Guardrail For Child Safety Repairs Recommended

For child safety, a guardrail with spindles should be constructed so that a four-inch ball will not pass through the railing. There is a missing spindle lead to
the upper stairwell guard rail. Repairs are recommended as a preventive safety measure.

mailto:swilliams@wini.com


Prepared for:  Andre Nacu, 3918 152nd Pl SE, Bothell, WA 98012, Order ID: 9882
Inspector: Jeff Williams, swilliams@wini.com

© 2025 WIN Home Inspect ion Page 13 of 59

15 Caulking Touch Up Needed Repairs Recommended

Caulking touch up is needed in the bathrooms and kitchen area. Inspecting caulking for touch up on an annual basis is recommended.
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16 Failed Window Seals Repairs Recommended

The inspection had identified a large number of double-pane insulating windows that have lost their vacuum seal between the panes of glass. The
condition is identified by signs of fogging or condensation buildup between the glass panes. Evaluation of all windows by a qualified window contractor is
recommended to determine the extent of any needed modifications or repairs. The failed seals were noted in the entry foyer, upper sliding glass door,

dining room, kitchen, primary bedroom, and lower bedroom. Other failed seals may exist as this condition is only visible during certain climactic
conditions.

Appliances

17 Mold On Door Gasket Repairs Recommended

The significant mold on the door gasket of the washer should be addressed promptly. Mold not only looks unsightly, but it can also cause health issues,

especially for individuals with sensitivities. We recommend the gasket be replaced if the mold/staining on this gasket cannot be removed.

Fireplace

mailto:swilliams@wini.com


Prepared for:  Andre Nacu, 3918 152nd Pl SE, Bothell, WA 98012, Order ID: 9882
Inspector: Jeff Williams, swilliams@wini.com

© 2025 WIN Home Inspect ion Page 15 of 59

18 Gas Fireplace Repairs Recommended

The gas fireplace was malfunctioning at the time of the inspection. The fireplace pilot light would not stay lit. Evaluation and repair by a qualified gas
fireplace technician is recommended.

19 Improper Clearance At Gas Fireplace Flue Pipe Repairs Recommended

The gas fireplace flue pipe appears to have improper clearance to the adjacent wall covering. These exhaust vents typically require 12 inches of
clearance along the sides. Evaluation by a qualified HVAC or gas fireplace technician is recommended to determine any any needed modifications or

repairs.

Structural Components

20 Settlement Crack Preventive Measure

The inspector noted two small vertical settlement cracks in the north foundation. Monitoring the cracks for signs of further settlement/expansion is
recommended as corrective action may be needed if continued settlement is noted overtime.
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Insulation and Ventilation

21 Dirty Exhaust Fans Repairs Recommended

There is an amount of lint and dust buildup in the exhaust fans. Cleaning the fans at this time is recommended. Cleaning exhaust fans on an annual
basis is also recommended as a part of routine home maintenance.
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Pre-Listing Inspection
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Pre-Listing Inspection

1.1 Exterior  >  Siding and Trim

About the Siding and Trim

Siding Material: Fiber Cement Siding

Siding Evaluated Functional

The siding on the exterior of the property was evaluated. No significant issues were observed during the inspection unless otherwise noted. It is
recommended to monitor the siding regularly for any signs of damage or wear, especially after severe weather conditions, to ensure its durability and
maintain the exterior integrity of the property.

Deteriorated Trim
(Included in

Summary)
Repairs Recommended

There is deteriorated wood trim at the rear belly band, southwest corner, trim, and front exterior hose bib trim. Replacement of the deteriorated trim is

recommended prior to painting.
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1.2 Exterior  >  Paint/Coating and Caulking

Worn Paint
(Included in

Summary)
Repairs Recommended

The paint on the exterior of the structure is showing wear. The amount of wear would substantiate repainting the structure in the near future to provide
long term protection and a pleasing look to the exterior structure. Contact an appropriate painting contractor for further evaluations.

Caulking
(Included in
Summary) Repairs Recommended

Cracked caulking/gaps were noted at some of the trim/siding joints and siding butt joints. Recommend caulking/sealing all gaps/cracks were necessary
to prevent moisture and pest entry. This should be performed prior to painting And inspected for a touchup on a regular basis.
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1.3 Exterior  >  Exterior Windows

About the Exterior Windows

Window Type: Vinyl

Exterior Windows Evaluated Functional

The exterior window frames and glazing were inspected for any signs of damage or wear. All windows were found to be serviceable from the exterior,
unless otherwise noted.

1.4 Exterior  >  Eaves, Soffits, and Fascia

Eaves, Soffits And Fascias Functional

The eaves, soffits, and fascias were evaluated. We recommend regular maintenance to ensure they remain in optimal condition and help protect the
exterior of the home.
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1.5 Exterior  >  Vegetation, Grading, Surface Drainage

Grading Recommendations Functional

The grading around the perimeter of the foundation should be maintained to adequately drain excessive surface and roof runoff water away from the
structure. Due to the soil type and/or amount of water from surrounding areas, even flat lots may hold water. It is recommended that the grade slope

away from the structure at least 6" for the first 6'-10' away from the foundation.

Vegetation Functional

​All vegetation should be kept trimmed away from the structure to eliminate a common avenue for pest infestation and damage to the exterior structure
material. Maintenance of overhanging trees and plants is recommended.

1.6 Exterior  >  Exhaust Hoods, Vents, and Other Penetrations

Exterior Vents And Penetrations Evaluated Functional

The exterior vents and siding penetrations appeared to be in functional condition at the time of the inspection. It is recommended to routinely check

and maintain these areas to ensure proper functionality, prevent blockages, damage, and optimize ventilation. Regular visual checks and cleaning can
help maintain efficiency and avoid potential issues.

Damaged Crawlspace Vent
(Included in

Summary)
Repairs Recommended

There is a damaged crawlspace vent below the rear deck. Repair or replacement is recommended to prevent unwanted pests access to the structure.
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1.7 Exterior  >  Exterior Doors

Inoperable Sliding Glass Door Lock
(Included in

Summary)
Repairs Recommended

The lock at the lower family room sliding glass door was inoperable at the time of the inspection. Repair replacement is recommended as a preventive
security measure.

Exterior Doors Evaluated Functional

The exterior doors were inspected and appear functional at this time. It is recommended to routinely evaluate the condition of the exterior doors on
your property to ensure they are functioning properly and providing adequate security. Regular maintenance such as lubricating hinges, checking
weather stripping, and repairing any cracks or gaps can help prolong the lifespan of the doors. If any issues are identified, consider consulting a
qualified carpenter or handyman for repairs to ensure continued functionality and security.
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1.8 Exterior  >  Fencing and Gates

Damaged Fencing
(Included in

Summary)
Repairs Recommended

Sections of the rear fence are in poor condition. There are posts leaning out of plumb, loose fence boards, and deteriorated fence boards. Repairs are
recommended.

2.1 Decks, Balconies, Paved Surfaces  >  Deck Installation, Foundation

Functional Deck Surface Functional

The deck surface was found in functional condition at the time of the inspection.  It is recommended that the surface be periodically maintained to
protect the surface from exposure.
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Structure Installation Evaluated Functional

The inspection included checking for proper anchoring, material integrity, and the condition of support beams and footings. No issues with the
installation and foundation were noted during the inspection.

2.2 Decks, Balconies, Paved Surfaces  >  Hand Rails, Guardrails, Steps

Railings, Guardrails, Steps Evaluated Functional

The railings, guardrails, and/or steps were evaluated to assess their safety and condition. This included verifying that the railings are at appropriate
heights and that all steps are even and free of hazards. Periodic inspections of these items are recommended to ensure long-term safe use.
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2.3 Decks, Balconies, Paved Surfaces  >  Walkways, Driveway

About the Walkways, Driveway

Address Identification: Visible

Visible: The property's address is visible from the street, facilitating easy location by first responders. It's advisable to verify the visibility of house numbers twice
annually to ensure they remain clear.

Walkways And Driveways Evaluated Functional

The inspection of the walkways and driveway included checking for cracks, uneven surfaces, and proper drainage to prevent standing water.

3.1 Roof  >  Roof Covering

About the Roof Covering

Pitch: Pitched

Pitched: A pitched roof is characterized by sloped surfaces that meet at an angle, designed to facilitate water runoff and add architectural appeal.

Roof Covering Material: Asphalt Shingles
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Not A Roof Warranty Limitation

The inspector is NOT a licensed roofing contractor, and does not provide a leak-tight guarantee or a warranty for the roof system. The inspector only
provides a general condition report on the visible surface areas based on his experience. For a more detailed inspection of the installation and remaining

service life of the roof cover, contact a qualified roofing contractor for further review.

Roof Condition Functional

The roof cover on the structure is an asphalt composition shingle and is in satisfactory condition. The material is suspected to be less than 5 years old.
The material used on this roof surface has an average life expectancy of 25 to 30 years from the date of installation if properly and regularly
maintained. Proper care, regular inspection and preventative maintenance will ensure the longevity of the roof materials.

3.2 Roof  >  Flashing and Valleys

Visible Flashing Functional

The roof flashing was inspected and appears installed with no visible issues. Properly installed flashing plays a crucial role in preventing water leaks and
protecting the integrity of the roof structure. We recommend continuing routine inspections to ensure the flashing remains intact and well-maintained.
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3.3 Roof  >  Roof Vents and Penetrations

Roof Penetrations Evaluated Functional

All accessible roof penetrations, such as roof vents, vent covers, and plumbing vents, were inspected and appeared functional.

3.4 Roof  >  Skylights

Skylights Evaluated Functional

All accessible skylights were evaluated for proper installation and visible defects. The evaluation included examining the glass, seals, and flashing for any

signs of cracking or leaks that could compromise their effectiveness. All inspected skylights were found to be functional at the time of the inspection.

3.5 Roof  >  Gutters, Downspouts, and Drainage

Gutters And Drainage Evaluated Functional

The gutter systems and downspouts were evaluated to ensure they were free of blockages and in proper working condition. We check for signs of
sagging, damage, and corrosion that could impair functionality. The downspouts were visually reviewed, but cannot be guaranteed to drain
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appropriately.

3.6 Roof  >  Evaluation Method

About the Evaluation Method

Method of Inspection: Drone, Roof Edge

Drone Limitation

The inspector viewed the roof-covering material and components from the roof edge and from the ground with the aid of an Aerial Drone. The
inspector was unable to safely walk on the roof due to its steep slope or height above the ground. If you wish to have a more detailed roof inspection,
the inspector recommends contacting a qualified roofing contractor with the proper equipment required to safely access the entire roof from the

surface. Drone evaluations are limited in comparison to a visual examination from the surface.

4.1 Garage  >  Garage Vehicle Door

About the Garage Vehicle Door

Size/Type: 2 Car

Garage Vehicle Door Evaluated Functional

The garage door was inspected and appeared to be functional at the time of the inspection.
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4.2 Garage  >  Garage Door Opener and Safety

Garage Door Opener Evaluated Functional

There is an automatic garage door opener, located at the west garage door. The automatic door opener was identified to be functional at the time of
the inspection. The safety feature of the garage door(s) when it/they encounter(s) an obstacle in the closing position appeared to be functioning. As

an added safety feature, this garage door opener(s) has/have an electric eye that reverses the garage door opener(s) when an obstacle passes under
the door(s). This feature was functional as well. Periodic adjustment is often needed as the unit ages.

4.3 Garage  >  Fire Separation

Fire Separation Evaluated Functional

The common walls/ceiling between the garage and the living areas of the structure appeared to be drywalled and taped for increased fire protection.
The inspector was not able to determine if the firewall/ceiling board meets local regulations through the visual inspection.
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4.4 Garage  >  Garage Floor and Surfaces

Garage Floor Disclaimer Limitation

The amount of stored items in the garage limited the inspector's ability to visually inspect various areas and/or certain items. Notation is made that the
inspector does not move furniture, stored items or belongings in order to perform the inspection. The inspector recommends inspecting the garage

after items are removed, prior to close, as conditions may exist that were not visible at the time of the inspection.

5.1 Electrical  >  Service Entrance and Grounding

About the Service Entrance and Grounding

Main Service: Underground

Service Entrance Functional

The electrical service lines enter the structure via an underground electrical conduit. The electrical meter is located at the exterior garage wall.
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5.2 Electrical  >  Main Service Panels and Disconnects

About the Main Service Panels and Disconnects

Main Panel Location: Garage

Main Panel Capacity: 200 amps/240 Volt

Panel Location And Disconnect Informational

The main electrical panel is located in the garage. The main electrical disconnect is located at the top of the electrical panel.

5.3 Electrical  >  Interior Components of Main Service Panels

About the Interior Components of Main Service Panels

Panel Cover Removed: Yes

Panel Cover Removed Functional
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The panel cover of the electrical panel was removed and the interior components were evaluated. No issues were observed at the time of the
inspection.

5.4 Electrical  >  Breakers/Fuses

Over Current Protection Devices Evaluated Functional

The overcurrent protection devices in the electrical system were evaluated. It is essential to ensure these devices are kept in good working condition to
protect the electrical system from overloads and short circuits. Note: The inspector does not operate or physically test any of the breakers during this
visual examination.

5.5 Electrical  >  Wiring

About the Wiring

Wire Type: Non-Metallic Sheathed (Romex)

Wire Material: Copper, Multi-Strand Aluminum

Electrical Wiring Evaluated Functional

The visible and accessible electrical wiring was evaluated. Properly maintained wiring is crucial for the safety and functionality of the home's electrical

system. Much of the wiring in the home is enclosed behind walls or ceilings, and is not visible to inspect. It is recommended to conduct regular
inspections to ensure the system is compliant with electrical safety standards.

5.6 Electrical  >  GFCIs

GFCI Installed Functional

The GFCI protected outlets were tested and were functional at the time of the inspection. Current electrical requirements stipulate that Ground Fault

Circuit Interrupters (GFCI) be located in areas where there is a higher potential danger of electrical shock.

5.7 Electrical  >  AFCIs

AFCI Installed Functional
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The inspector noted that the structure is equipped with AFCI breakers and protected outlets. Arc Fault Circuit Interrupter (AFCI) is a residential circuit
breaker with an integrated processor that recognizes the unique current and/or voltage signatures associated with arcing faults and acts to interrupt

the circuit to reduce the likelihood of an electrical fire. Testing these devices is outside the scope of a home inspection.

5.8 Electrical  >  Fixtures, Switches, and Receptacles

Receptacles Evaluated Functional

The inspector has checked the accessible three-prong 120 volt electrical outlets throughout the structure, and did not identify any outlets which were
not correctly grounded.

Missing Outlet Cover Plate
(Included in

Summary)
Repairs Recommended

There is a missing outlet cover plate in the lower family room. Replacement of the missing cover plate is recommended.

Missing Light Fixture Cover
(Included in
Summary) Repairs Recommended

The globe or bulb protector at the lower bedroom light fixture is missing. Replacement is recommended.
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6.1 HVAC  >  Heating Equipment

About the Heating Equipment

Location of Heating System: Garage

Heating Method: Forced Air

Heating System Energy Source: Natural Gas

Approximate Manufactured Date of Heating System: 2004

Service Notes: None Visible

Gas Forced Air Furnace
(Included in
Summary) Preventive Measure

The gas fired furnace was on/off tested and found to be operational at the time of the inspection. The furnace was manufactured in 2004. A gas fired
forced air furnace has an average life expectancy of 15 to 20 years from the date of installation. However, there have been exceptions on both sides of
the rule. Having the unit professionally serviced on an annual basis is recommended to ensure long-term and safe functionality.
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6.2 HVAC  >  Thermostats and Controls

Thermostat Evaluated Functional

The thermostat(s) in the home were evaluated and found to be in working condition. Regular maintenance and setting of appropriate temperatures are
recommended for optimal performance.

6.3 HVAC  >  Distribution/Return Ducts and Systems

About the Distribution/Return Ducts and Systems

Filter Size: 14 X 24 X 1

Filter
(Included in

Summary)
Repairs Recommended

The HVAC filter is located in the furnace blower motor compartment. The filter is in need of changing at this time. Inspecting the filter on a quarterly
basis and changing when dirty is recommended.
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6.4 HVAC  >  Exhaust Vents and Flues

Vents And Flues Evaluated Functional

The homes vents and flues were evaluated during the inspection and were found to be in working condition. Proper functioning vents and flues are
crucial for the efficient operation of the heating system, ensuring the safety and comfort of the occupants. To ensure continued performance and

reliability, regular maintenance and inspections are strongly recommended

6.5 HVAC  >  Additional information

Service Notes
(Included in
Summary) Repairs Recommended

The inspector was unable to locate an apparent service record which would indicate the HVAC system has not had a complete, technically exhaustive
evaluation and service within the last year. Complete servicing by a professional is recommended annually prior to each cooling/heating season.
Questioning the seller on available current service records is advised. If no service records are available within the last year showing a complete

evaluation and service the inspector would recommend that a qualified heating/air conditioning contractor provide a complete technically exhaustive
service on the system in order to ensure long term function is provided.

7.1 Plumbing  >  Water Supply and Piping

About the Water Supply and Piping

Structure Pipe Material: Copper

Incoming Water Line Pipe Material: Copper

Water Source: Public

Water Supply System Evaluated Functional

The water supply and piping were found to be functional during the inspection, with no visible signs of leaks or damage. To maintain the plumbing
system’s efficiency and prevent potential issues, regular maintenance and periodic inspections by a qualified professional are strongly recommended.
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7.2 Plumbing  >  Main Water Shutoff

About the Main Water Shutoff

Water Meter Location: Near Street

Water Shutoff Location: Garage

Water Meter Location Informational

The water meter is located toward the street.

Water Shut Off Valve Informational

The main water shut off valve is located in the garage.
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7.3 Plumbing  >  Drain, Waste, and Vent Systems

About the Drain, Waste, and Vent Systems

Waste Pipe Material: ABS

Main Sewer Clean-out Location: Crawl Space

Sewer Type: Public

Plumbing Drainage System Evaluated Functional

The visible portions of the plumbing drain, waste, and vent system were inspected and found to be in proper working condition, with no signs of leaks or
blockages observed. To ensure continued functionality and avoid potential issues, regular maintenance and periodic inspections by a qualified
professional are recommended.

Sewer Line Informational

The main sewer line clean out is located in the crawlspace. The scope of the inspection does not include failure to sewer lines due to their in

accessibility to visual inspection. The inspector recommends having the sewer line invasively inspected by a qualified plumbing and/or drainage
contractor, using a camera, if such information is desired.

7.4 Plumbing  >  Fuel Supply

About the Fuel Supply

Fuel Service: Natural Gas

Natural Gas: Gas line inspections are typically conducted only if problems are suspected. Corrosion on visible lines should prompt an inspection by the utility provider.

Fuel Shut off location: At Gas Meter and Appliances

Visible Gas Supply Lines Inspected Functional

The natural gas meter is located at the north side of the structure. The main gas shut off valve is located on the incoming supply pipe.

mailto:swilliams@wini.com


Prepared for:  Andre Nacu, 3918 152nd Pl SE, Bothell, WA 98012, Order ID: 9882
Inspector: Jeff Williams, swilliams@wini.com

© 2025 WIN Home Inspect ion Page 39 of 59

7.5 Plumbing  >  Toilets

Toilet(S) Tested And Inspected Functional

The toilets in the property were inspected and tested during the home evaluation and were found to be in proper working condition, with no issues
identified. To ensure continued functionality, regular maintenance is recommended. This includes checking for leaks, ensuring secure mounting, and

verifying that flushing mechanisms operate correctly.

Loose Toilet
(Included in
Summary) Repairs Recommended

The main bathroom toilet was found to be loose, as evident by movement or rocking when pressure is applied. A loose toilet may cause leaking or
damage to the wax seal, potentially resulting in water damage to the subfloor or ceiling below. It is recommended to assess and repair the toilet
promptly to avoid future issues. A qualified plumber can secure the toilet to the floor correctly for stability.
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7.6 Plumbing  >  Tubs, Showers, and Fixtures

Generally Serviceable Functional

The inspector ran water in each tub, shower and sink to identify concerns. All fixtures appear to be serviceable unless noted elsewhere in this report.
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Loose Hose Bib
(Included in

Summary)
Repairs Recommended

The front exterior hose bib is loose or poorly secured. Repair is recommended to prevent stress related leaks in the attached piping.
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8.1 Water Heating Equipment  >  Water Heater

About the Water Heater

Water Heater Location: Garage

Water Heater Type: Gas

Water Heater Capacity : Approximately 50 Gallons

Approximate Manufactured Date of Water Heater: 2019

Seismic Strapping: Yes

Water Heater Functional

The gas fired water heater is located in the garage. The unit was manufactured in 2019, making it approximately 6 years old. The unit was operational at
the time of the inspection. Water heater have an average life expectancy of approximately 8 to 12 years from the date of installation. However, there
have been exceptions on both sides. Budgeting for water heaters over 8 years old is recommended.

8.2 Water Heating Equipment  >  TPR Valve/Discharge Pipe

TPR Valve And Discharge Pipe Evaluated Functional

The water heater's temperature/pressure relief valve and discharge pipe appeared to be in functional condition at the time of the inspection.
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8.3 Water Heating Equipment  >  Exhaust Flue Piping

Exhaust Flue Piping Evaluated Functional

The exhaust flue piping of the water heater was visually examined to ensure it was properly installed. The piping appeared secure, free from
obstruction, and correctly venting exhaust gases outside.

9.1 Interior  >  Steps, Stairways, and Railings

Interior Stairways, And Components Evaluated Functional

The interior stairway and its associated components were found to be in satisfactory condition at the time of inspection.
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Guardrail For Child Safety
(Included in

Summary)
Repairs Recommended

For child safety, a guardrail with spindles should be constructed so that a four-inch ball will not pass through the railing. There is a missing spindle lead to
the upper stairwell guard rail. Repairs are recommended as a preventive safety measure.

9.2 Interior  >  Smoke Alarms

Smoke Alarms Informational

The inspector noted smoke detectors in the structure. Functional smoke/fire detectors on each level of the structure and inside all sleeping areas are
recommended for increased safety awareness. Thoroughly testing the units upon move-in and each month is recommended to ensure the units are
functional. Changing smoke detector batteries annually is also recommended as a preventative safety measure.
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9.3 Interior  >  Carbon Monoxide Alarms

CO Alarms Functional

The inspector noted one ore more carbon monoxide detectors in the structure. Carbon monoxide detectors are required to be installed in accordance
with RCW 19.27.530

9.4 Interior  >  Countertops and Installed Cabinets

Countertops And Cabinets Evaluated Functional

The accessible countertops and installed cabinets were evaluated to assess their stability, surface condition and functionality. No significant issues
were observed on the inspected components, confirming their suitability for continued use at the time of the inspection.
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9.5 Interior  >  Caulking, Grout, and Enclosures

Caulking Touch Up Needed
(Included in

Summary)
Repairs Recommended

Caulking touch up is needed in the bathrooms and kitchen area. Inspecting caulking for touch up on an annual basis is recommended.
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Shower Wall Coverings Functional

The shower wall coverings were evaluated for signs of cracking, wear, and general deterioration. No significant issues or cracks were found at the time
of the inspection.

9.6 Interior  >  Windows

Failed Window Seals
(Included in
Summary) Repairs Recommended

The inspection had identified a large number of double-pane insulating windows that have lost their vacuum seal between the panes of glass. The
condition is identified by signs of fogging or condensation buildup between the glass panes. Evaluation of all windows by a qualified window contractor is
recommended to determine the extent of any needed modifications or repairs. The failed seals were noted in the entry foyer, upper sliding glass door,
dining room, kitchen, primary bedroom, and lower bedroom. Other failed seals may exist as this condition is only visible during certain climactic

conditions.
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10.1 Appliances  >  Stove, Cooktop

About the Stove, Cooktop

Energy Source: Electric

Cooktop Tested Functional

An on / off test was performed to determine if the cooktop was functioning. Periodic cleaning and maintenance is recommended for continued use.

10.2 Appliances  >  Oven

About the Oven

Energy Source: Electric

Oven On/Off Tested Functional

The bake and broil cycles were functional at the time of the inspection. This is an on/off test conducted on the oven.
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10.3 Appliances  >  Dishwasher

Dishwasher Tested Functional

The dishwasher was tested and appears to be working. A simple on/off check of the dishwasher was performed to determine if it was operational. A full
cycle check is often not possible at the time of this inspection; therefore, we cannot comment on the full extent of its functions or its ability to clean.

The average life of a dishwasher is 8-12 years. Periodic cleaning of the interior filters is required to extended use.

10.4 Appliances  >  Refrigerator

Refrigerator Evaluated Functional

The interior of the refrigerator and freezer were cold when opened and functional at the time of inspection.
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10.5 Appliances  >  Garbage Disposal

Garbage Disposal Tested Functional

The garbage disposal was on/off tested and found functional. The unit was not tested to determine if it could grind food. The typical life expectancy of
a garbage disposal is 7-15 years.

10.6 Appliances  >  Washer, Hookups, and Drains

Mold On Door Gasket
(Included in
Summary) Repairs Recommended

The significant mold on the door gasket of the washer should be addressed promptly. Mold not only looks unsightly, but it can also cause health issues,
especially for individuals with sensitivities. We recommend the gasket be replaced if the mold/staining on this gasket cannot be removed.
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10.7 Appliances  >  Dryer and Vent System

About the Dryer and Vent System

Dryer Energy Source: Electric

Dryer Tested Functional

The clothes dryer was tested via a short cycle and found functional. Cleaning the dryer vent system now and annually is recommended to ensure
optimal dryer performance and prevent a lint fire.

11.1 Fireplace  >  Fuel-Burning Equipment

Gas Fireplace
(Included in

Summary)
Repairs Recommended

The gas fireplace was malfunctioning at the time of the inspection. The fireplace pilot light would not stay lit. Evaluation and repair by a qualified gas
fireplace technician is recommended.
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11.2 Fireplace  >  Flues and Dampers

Improper Clearance At Gas Fireplace Flue Pipe
(Included in

Summary)
Repairs Recommended

The gas fireplace flue pipe appears to have improper clearance to the adjacent wall covering. These exhaust vents typically require 12 inches of
clearance along the sides. Evaluation by a qualified HVAC or gas fireplace technician is recommended to determine any any needed modifications or

repairs.

12.1 Structural Components  >  Foundation and Slab

About the Foundation and Slab

Foundation Type: Poured Concrete

Foundation Anchors: Verified

Settlement Crack
(Included in
Summary) Preventive Measure

mailto:swilliams@wini.com


Prepared for:  Andre Nacu, 3918 152nd Pl SE, Bothell, WA 98012, Order ID: 9882
Inspector: Jeff Williams, swilliams@wini.com

© 2025 WIN Home Inspect ion Page 53 of 59

The inspector noted two small vertical settlement cracks in the north foundation. Monitoring the cracks for signs of further settlement/expansion is
recommended as corrective action may be needed if continued settlement is noted overtime.

12.2 Structural Components  >  Beams, Columns, and Posts

Beams, Columns, And Posts Evaluated Functional

The visible and accessible beams, columns, and posts were evaluated during the inspection. It is important to note that some structural components
are often not fully visible during a standard home inspection. Based on the areas that were accessible, all inspected structural elements appeared to be
in functional condition at the time of the evaluation.

12.3 Structural Components  >  Joists and Framing

Joists And Framing Evaluated Functional

Joists and framing members are typically concealed within the construction and are not fully visible during a standard home inspection. However, the

accessible portions that were inspected appeared to be in satisfactory condition, with no significant issues or concerns identified at the time of the
evaluation.
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12.4 Structural Components  >  Roof Structure and Attic Components

About the Roof Structure and Attic Components

Roof Structure Type: Trusses

Roof Structure And Components Evaluated Functional

The accessible internal roof components - including trusses, rafters, and sheathing, were examined and found to be functional. The inspection focused
on identifying signs of deflection, deterioration, or damage, such as water staining or wood decay, and these items were serviceable at the time of the
inspection.

mailto:swilliams@wini.com


Prepared for:  Andre Nacu, 3918 152nd Pl SE, Bothell, WA 98012, Order ID: 9882
Inspector: Jeff Williams, swilliams@wini.com

© 2025 WIN Home Inspect ion Page 55 of 59

13.1 Insulation and Ventilation  >  Insulation and Ventilation in Attic

About the Insulation and Ventilation in Attic

Attic Access Location: Hall

Attic Evaluation Method: Entered

Insulation Type: Blown-In Cellulose

Attic Insulation Approximate Depth: 15-20 Inches

Attic Access Informational

The attic access is located in the upper hallway.

Ventilation Evaluation Functional

The evaluation revealed that the attic ventilation was through eaves and ridge venting. Effective ventilation is crucial for moisture management and

radiant heat control. Inadequate ventilation can result in various home performance issues. It is advisable to verify that the ventilation system is
functioning optimally to maintain a healthy indoor environment over time.

Attic Insulation Evaluated Functional

The amount and type of insulation in the attic were inspected and appear to be satisfactory for this region and age of home.
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13.2 Insulation and Ventilation  >  Insulation and Ventilation in Crawl Space

About the Insulation and Ventilation in Crawl Space

Crawl Space Evaluation Method: Entrance

Entrance: The accessible areas of the crawl space were entered and evaluated at the time of the inspection.

Crawl Space Access Location: Hall Closet

Crawlspace Access Informational

The crawlspace access is located in the lower family room closet

Crawl Space Ventilation Evaluated Functional

The visible areas of the ventilation in the crawl space were inspected and appeared to be serviceable at the time of the inspection.
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Crawl Space Insulation Evaluated Functional

The visible areas of the insulation in the crawl space were inspected and appeared to be serviceable at the time of the inspection.

13.3 Insulation and Ventilation  >  Vapor Barriers

Vapor Barrier Evaluated Functional

The crawlspace plastic vapor barrier was evaluated and appeared to be in functional condition at the time of the inspection.
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13.4 Insulation and Ventilation  >  Mechanical Exhaust Systems

Dirty Exhaust Fans
(Included in

Summary)
Repairs Recommended

There is an amount of lint and dust buildup in the exhaust fans. Cleaning the fans at this time is recommended. Cleaning exhaust fans on an annual
basis is also recommended as a part of routine home maintenance.

Whole House Fan Functional

There is a timing device in the laundry area for a whole house ventilation fan. The fan is designed to turn on periodically throughout the day. Fresh air,
provided through window vents, is drawn into the structure, replenishing the stagnant air, and preventing excess moisture buildup that can lead to poor
air quality or mold. The fan should be operated for 6 to 8 hours a day and the window vents should remain open in order to draw fresh air into the
structure.
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